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SPECIFICATIONS

FEATURES

Body Design
• 84-inch narrow bodied aerodynamic design will full radius bulkhead 
• 54-inch side height (60” optional)
• Optional radius corner bulkhead

Side Wall
• MVP (MAC Vertical Panel) -extruded double walled panels 
 (.150 rear 4 ft)

Length Options
• 39 ft in length – in accordance with internal/external bridge laws

Weight
• Actual weight - 9,780 LBS
• Add 250 LBS +/- for side roll tarp – total of 10,030 LBS

Top/Bottom Rails
• MAC Trailer extruded top and bottom rails
• Standard wiring harness added in hollow bottom rail
 for protection from weather elements

Tailgate
• Standard winders/safety latches
• Spreader chains with cover – optional
• Optional coal door in tailgate with stainless steel handle

Crossmembers
• MAC Trailer V-crossmembers for weight savings

Suspension
• Hendrickson INTRAXX® AAT 25K air ride suspension with 
 HXL3® wheel ends

Axles
• Hendrickson UBL Bolt-on Liftable Axle
• 102” wide axles – standard
• Disc brakes – optional

Wheels
• Aluminum wheels

Tires
• 11R 22.5 16 ply tires

Jost AX150 Landing Gear Optional tapered 84”to 90” front 
to back wedge body design

Optional tarp Optional coal door with
stainless steel handle

102” wide axles


